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CONSTRUCTION DETAILS

. "REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND PUSBUTTON. INSTALL NEW COUNTDOWN PEDESTRIAN HEAD AND APS PUSHBUTTON.
REMOVE EXISTING PEDESTRIAN SIGNAL. HEAD AND PUSHBUTTON X . :

INSTALL 10’ BREAKAWAY PEDESTAL POLE WITH COUNTDOWN PEDESTRIAN SIGNAL HEAD AND APS PUSHBUTTON (1 2” CONDUIT BEND IN BASE)

REMOVE EXISTING SIDEWALK AND TYPE “C” CURB. INSTALL NEW ADA RAMP WITH DEPRESSED CURB AND GUTTER. AND DETECTABLE

WARNING SURFACE. SEE DETAIL

INSTALL DETECTABLE WARNING SURFACE ON EXISTING SIDEWALK

INSTALL 2" RIGID PVC CONDUIT—-TRENCHED -

USE EXISTING HANDBOX

USE EXISTING CONDUIT

USE EXISTING SPAN WIRE

REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORT

REMOVE EXISTING SPAN WIRE MOUNTED SIGN

REMOVE EXISTING PAVEMENT MARKINGS

INSTALL 24" WHITE PREFORMED REFLECTIVE THERMPPLASTIC PAVEMENT MAARKING

DISCONNECT AND ABANDON EXISTING LOOP DETECTOR

INSTALL 20’ LIGHTING ARM ON EXISTING STRUCTURE WITH VIDEC DETECTION CAMERA

REMOVE EXISTING 8% 3-SECTION SIGNAL HEAD AND INSTALL NEW 12* 3-SECTION SIGNAL HEAD
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REMOVE EXISTING
SIDEWALK

TIE INTO EXISTING SIDEWALK

TIE -INTG EXISTING CURBLINE
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